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ARF10600-LCA   58-64 Chevy Coolride Kit 
with lower Strong Arms 

 
1 LCA10600   pair of CoolRide lower Strong Arms (includes the following) 
   2 A896         Cross shaft 
   2 A897         Cross shaft clamp 
   4 BAL1013        Lower control arm bushing 
   1 A572D        Drivers side steering stop 
   1 A572P        Passenger side steering stop 
   1 A577D-1        Driver side lower Arm 
   1 A577P-1        Passenger Side Arm 
   2 BAL1010        Ball joint 
   2 Grease Fittings 
 
2 F6873    Air Springs 
2 MON32245    Shock absorbers w/ hardware 
2 A578    Upper cup brackets 
2 A562    Aluminum shock stud spacer 
2 S0003    Round head shock stud 
1 A579D   Driver side upper shock bracket 
1 A579P   Passenger side upper shock bracket 
 
Fastener Kit 
 2 3/8 X ¾ USS Bolts        Lower airspring to control arm 
14 3/8 Lock Washers        Lower airspring to control arm & upper shock mount 
 6 3/8 USS Nyloc Nuts         upper airspring to cup bracket & sway bar end link 
18 3/8 SAE Flat Washers       Airspring mounting & upper shock mount 
 2 7/16 X 6 All Thread Studs        Upper cup bracket to upper spring pocket 
 2 7/16 USS Nyloc Nuts               Upper cup bracket to upper spring pocket 
 2 7/16 SAE Flat Washers            Upper cup bracket to upper spring pocket 
 2 3/8 x 6 ½  USS Bolts       Sway bar end link 
12 3/8 x 1 Self tapping bolts       Upper shock mount to frame 
 4 5/16 X 1 USS bolts        Steering stop to lower control arm 
 4 5/16  SAE Flat Washers           Steering stop to lower control Arm 
 4 5/16 USS Nylocs                      Steering stop to lower control Arm 
 4 7/16” x 2” SAE gr.8 bolt       Lower arm cross shaft clamp to frame 
 4 7/16” x 1 ¼” SAE gr. bolt       Lower arm cross shaft 
 4 ½” Fender washer        Lower arm cross shaft 
 8 7/16” lock washer        Lower arm cross shaft & clamp 
 



 
 

If you are seeking out the ultimate in performance and ride quality you 
have taken the first step, but there are a few more  options available for 
your 58-64 Chevy car. 
 

 

 
   
    Front Upper & Lower StrongArms                         Rear StrongArms w/ Adj. Panhard Bar 
                      LUCA10600                                                                  59-64 LUCA20600    
                              58 LUCA20602    

                
         
 Features: 

·  Optimized arm length                                           
·  Optimized ball joint angle 
·  Increased caster angle built in 
·  Correct Shockwave or air spring mounts  

 
  

   
                    Front & Rear Sway Bars   
                        SWA7250      

    
 

·  CNC lasercut and bent components 
·  1-1/4” OD .188 wall DOM tubing 
·  Swaybar mounts and steering stops built in 
·  Powdercoated Black 

Billet Adjustable Shocks  
 

    Single Adjustable  $359/pair 
    Double Adjustable $629/pair  
 

                 
    



 

58-64 Chevy Car ARF10600-LCA Installation Instructi ons 

 

1.  Raise and support car at a safe, comfortable working height. Let the front suspension              

hang freely 

2.  Remove coil spring, shock absorber, and lower control arm. Refer to factory service manual for 

proper disassembly procedure. 

 

 

 

 

 

 

 

 

 

3.  Position the upper shock mount on the 
frame so the hole in the bracket aligns with 
the hole in the side of the frame and the 
tab is against the bottom of the frame.  
You may have to trim some of the inner 
fender well for clearance.  On manual shift 
cars you may have trim the bottom of the 
Z-bar clutch bracket on the driver’s side. 
 
4.  Mark the hole in the bottom of the 
frame and drill with 5/16” bit.   Use the 3/8” 
self-tapping bolts supplied and bolt the 
bracket to the frame.  Mark and drill the 
remaining holes. 

Picture shows alignment hole on side of 
frame. 
 



 

 

 

 

 

 

 

5.  Insert air fitting into air spring using 
tread sealant.  Place the upper cup onto 
the studs on the air spring and tighten 
using two 3/8” nyloc and flat washers.  
Thread the 8” stud into nut in bottom of air 
spring cup. 
 
6.  Install air spring assembly into the coil 
spring pocket with the tall side of the 
bracket towards the wheel.   With the stud 
protruding through the OEM shock hole 
secure the assembly with the supplied 
hardware.  (The airline must also be 
routed at this time.) 
 

7.  Bolt the lower Strong Arm to the frame 
using stock fasteners.  The air spring will 
be attached to the lower arm using a     
3/8” x 3/4" bolt. 
 
8.  Attach the shock to the upper mount 
using the hardware kit supplied.   
 
9.  Insert the shock stud through the lower 
shock eye and then place the aluminum 
spacer onto the stud.  The step on the 
spacer will go into the arm.  Slide the stud 
through the lower arm and tighten.   
 

10.  Attach the adjustable steering stop to 
the lower arm using two 5/16” x 1” bolts.   
This can be adjusted to maintain tire/shock 
clearances. 
 
 11.  The sway bar end link must be 
shortened to 2” tall optimize clearance and 
alignment.  Use the shorter 3/8” x 6 ½”  
bolt supplied. 
 
 
 
 
 



14. Check all clearance with brake lines, airlines, tie rod, sway bar, and tire through full suspension                
travel and turn wheel lock to lock. 

15. Check air spring clearances through full suspension travel.   If the air spring rubs the frame it 
could cause failure. 

16. The driving height of the car is determined by the height of the air spring.  This air spring should 
be approximately 5.5” tall at ride height.   

 

 

  

  

F7076 F9000 F2107 F6873 F6957 
 

  
Airspring Dimensions 
  

Part# Type 
Capacit

y 
@100ps 

Min. 
Height 

Installed 
Height 

Max. 
Heigh

t 

Diameter 
(inflated) 

   

F6957 double 
convoluted 

2140# 3" 4.5" - 5" 7" 6.5"   

F6873 
double 

convoluted 3150# 3" 5" - 5.5" 8" 8"   

F7325 double 
convoluted 

3400# 3" 5" - 6" 10" 8.5"   

F9000 tapered sleeve 1500# 4.5" 9" - 9.5" 12" 5"   

F9002 tapered sleeve 1500# 4.5" 8" - 8.5" 11" 5"   

F9011 tapered sleeve 2000# 6.5" 
10" - 
10.5" 15" 6.5"   

F7012 rolling sleeve 1000# 4" 7" - 8" 13" 5"   

F7076 rolling sleeve 800# 3.5" 5" - 6" 9" 4"   

F2107 rolling sleeve 3500# 6.5" 10.5" 16" 9"   
 

  
 
 
CAUTION!!! EXCEEDING THESE DIMINSIONS MAY RESULT IN  SUDDEN AIRSPRING FAILURE! 

PROPER CLEARANCES MUST BE MAINTAINED AT ALL RIDE HE IGHTS AND STEERING 

ANGLES. BUMPSTOPS MUST BE USED TO LIMIT SUSPENSION TRAVEL BEFORE THESE 

DIMENSIONS ARE EXCEEDED.PLEASE CALL AIR RIDE TECHNO LOGIES IF YOU HAVE ANY 

QUESTIONS.    812- 482-2932 

 



 

58-64 Chevy Drivers Side  CoolRide Lower Strong Arm 

 

 

 

 

 


