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ARF5000-LUCA S-10 Front CoolRide Kit 

 
1  LCA5000   pair of CoolRide S10 Strong Arms (includes the following) 
 2 A631    inner sleeves 
 2 DAYS10007  inner sleeves 
 4 DAYMO2153  poly bushing half 
 4 DAYMO2125  poly bushing half 
 2 BAL1001  S10 lower ball joint 
 
1 UCA5000    pair of S10 upper Strong Arms (includes the following) 

1   A495P-1 
1   A495D-1 

     2  BAL1004 
     2   A503 

4 ROD400 Sleeves 
4 DAYMO2206 Bushings 
4 9/16 USS Flat Washers 
4 5/8 USS Flat Washers 
4  5/8 SAE Thin Crimp Locking Nuts 

2 F6781    airsprings 

2 MON32245   shock absorbers 

2 A477    upper airspring bracket 

2 S0001    plated shock studs 

1 A475P-1   upper shock bracket 

1 A475D-1   upper shock bracket 
Hardware: 

2 7/16 x 6” studs    upper airspring mounting  

2 7/16 sae flat washers   upper airspring mounting      

2 7/16 uss nyloc nuts   upper airspring mounting 

2 3/8 x 6 ½ uss bolts   sway bar end link end link is shortened by 1 ½”  overall 

2 3/8 x ¾” uss bolts   lower airspring mounting 

6 3/8 x 1 ¼” uss bolts   shock bracket to frame 

10 3/8 nyloc nuts    upper airspring mounting / shock brk. to frame 

18 3/8 sae flat washers   airspring mounting / shock brk. to frame  

2 3/8 lock washers   lower airspring mounting 



 

S10 Front CoolRide installation instructions 

1. Raise and support truck at a safe, comfortable working height. Let the front suspension hang freely 

2. Remove oem coilspring, shock absorber, and lower control arm. Refer to factory service manual for 

proper disassembly procedure.  

  

 

 

  

  

4. Assemble the airspring onto the upper airspring 
cup. Make sure the airline fitting and the 
attachment stud are also installed, then place the 
entire assembly into the oem coilspring pocket 
area to check for airspring clearance. You need to 
trim the outer coilpocket slightly for airspring 
clearance. Do this with a sawzall or a cutoff wheel.  
5. When proper clearance is achieved, 
permanently fasten the airspring and mount 
assembly into the coilpocket using the supplied 
stud into the oem upper shock mount. Note: the 
airspring will be offset slightly to the outside.  

3. Install the bolt-on upper shock mounts. 
These mounts will be indexed by the existing 
brakeline mount holes. The brakeline mount will 
be reinstalled on top of the new upper 
shockmount. Use the shockmount as a 
template to drill the remaining mounting holes. 
The inside of the framerail can be accessed 
through the coilspring pocket area. Use the 
supplied fasteners to bolt this mount to the 
framerails shown to the left. 
 Note: there is a left and a right mount.  

6. Install the pivot bushing, balljoint and shock stud 
into the new tubular lower control arm.  
7. Install the tubular lower control arm assembly 
into the oem mounts and spindle.  
8. Attach the oem swaybar to the new lower control 
arm. Note: We have supplied a shorter attachment 
bolt but you will need to shorten the oem swaybar 
linkage sleeve by 1.5” to be compatible with the 
new lower stance of your truck.  



 

 

 

 

 

 

 

 

 

 

 

 

9. Install the supplied shock into 
the new shock mounts.  
 
Note: the new tubular lower 
control arm has a built-in 
steering stop to keep MOST 
tire/wheel combinations from 
rubbing on the shock. Be sure to 
check this clearance on your 
particular installation.  



 
 

ARF5000-LUCA Driver Side Upper and Lower StrongArms 
 
 

                           
 
 

              


