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ARR21300 65-70 Impala rear CoolRide kit 
 
 
   

2 F6781 rear air spring 
 
 2 A032 rear upper bracket 
 
 2 A168 large upper washer (may not be needed) 
 

2 A079x rear lower plate 
 
 2 MON33082 rear GM shock  
 
 
  Hardware:   
    2 7/16 x 6” stud 
    2 7/16 uss nyloc nut 
    2 7/16 flatwasher 
    4 3/8 uss nyloc nut 
    2 3/8 x 3/4 uss bolt 
    6 3/8 flat washer 
    2 3/8 lockwasher 
 
 
 
  
 
 
 
 
 
 
 
 
 
 



1.  Raise and support vehicle at a safe and comfortable working height.   
 
2.  Support axle then remove coil spring and shock.  Refer to service manual for proper disassembly 
procedure.     
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 

3.  If you have a large hole in the coil 
spring retainer you will need to place 
the large upper washer on top of the 
frame to attach the upper cup bracket. 

4.  You will need to drill a hole in the 
upper coil spring pocket to route the 
airline through.  Remove all burrs and 
use a grommet. 
 
5.  Apply thread sealant onto the air 
fitting and screw into the air spring.  
Place the upper cup bracket onto the 
air spring and secure with two 3/8” 
nylocs and flat washers.  Thread the 6” 
stud into the nut inside the cup.    
 



 

 
 
 
 
 
IT IS THE FINAL RESPONSIBILITY OF THE CUSTOMER TO ENSURE THAT THE AIRSPRING 
DOES NOT RUB ON ANYTHING AT ANYTIME!! 

6.  Place air spring assembly into the coil 
spring pocket with the stud protruding 
through the upper washer.  The airline 
must be routed at this time.   Secure with 
7/16” nut and flat washer. 
 
7.  Slide the lower plate between the air 
spring and the lower arm.   It is held tight 
with a  3/8” x 3/4" bolt with flat washer 
and lock washer. 
 
8.  Install the new shocks in place of the 
factory ones. 
 
9.  This air spring should be 
approximately 5” tall at ride height. 
 


