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ARR21301-LUCA  67-70 Impala Rear CoolRide 

w/ upper and lower StrongArms 
  
 2 F6781   267c Air spring 

 2 MON33082  Shock absorber w/o hardware 

 2 S0003   Round head shock stud 

 2 A032   Upper air spring bracket 

 2 A168   Upper bracket frame washer 

 2 BARWW22.50 Lower StrongArm (includes the following) 
   4 DAYMO2153  Poly bushing half 
   2 DAYMO2125  Poly bushing half (Rear) 
   2 DAYMO3519  Poly bushing half (Front) 
   2 A974   2 5/8” ID Inner bushing sleeve (Rear) 
   2 A547     2 1/2" ID Inner bushing sleeve (Front) 

 1 BARWW10.000 Upper StrongArm (includes the following) 
   2 DAYMO2153  Poly busing halves 
   2 DAYMO2125  Poly busing halves 
   2 A974    2 5/8” ID Inner bushing sleeve 
 1 BARTW33.875 Panhard bar C-C 35.75 (includes the following) 
   1 ROD302  Rubber bushing 
   1 ROD151  Threaded Heim end   
   2 A977   Aluminum T-bushing 
   1 A542   Panhard bar axle stud 
 
 Hardware: 
  2 7/16 x 6” stud   Upper air spring bracket to frame 
  2 7/16 USS Nylok nut  Upper air spring bracket to frame 
  2 7/16 flat washer   Upper air spring bracket to frame 
  8 3/8 USS Nylok nut  Air spring to upper bracket/ upper shock mount 
  2 3/8 x 3/4 USS bolt  Air spring to lower arm 
  4 3/8 x 1 ¼” USS bolt  Upper shock mount 
  14 3/8 flat washer   Air spring/upper shock mount  
  2 3/8 lock washer   Air spring to lower arm 
  6 5/8” x 3 ¾” SAE Gr. 8 bolt Upper and lower arms 
  7 5/8” SAE Nylok jam nut  Upper and lower arms/panhard bar stud 
  1 9/16” x 3” SAE Gr. 8 bolt Panhard bar to frame 
  2 9/16” SAE Nylok jam nut Panhard bar  
  2 5/8 USS flat washer  Panhard bar stud 
  1 9/16 USS flat washer  Panhard bar stud 



 If you are seeking out the ultimate in performance and ride quality you 
have taken the first step, but there are a few more options available for 
your 65-70 Chevy car. 
 

  

 
      
        Front Upper & Lower StrongArms                         Rear StrongArms w/ Adj. Panhard Bar 
                      LUCA11300  $749                                                         LUCA21300   $499 
                               

                
         
 Features: 

·  Optimized arm length                                           
·  Optimized ball joint angle 
·  Increased caster angle built in 
·  Correct Shockwave or air spring mounts 

 

             

   
                    Front & Rear Sway Bars   
                              SWA8150  

    
 
 

·  CNC lasercut and bent components 
·  1-1/4”  OD .188 wall DOM tubing 
·  Swaybar mounts and steering stops 

built in 
·  Powdercoated Black 

 Billet Adjustable Shocks 
 

    Single Adjustable  $359/pair 
    Double Adjustable $629/pair 
 

                 



 

 
 

1.  Raise and support vehicle at a safe and comfortable working height.   
 
2.  Support axle then remove coil springs, shocks, upper arm, lower arms and panhard bar.  Refer to 
service manual for proper disassembly procedure.   It may be easier to replace one part at a time.   
 
 
 

 
 
 

 
 
 
 

3.  Apply thread sealant to an 
elbow air fitting and screw it into the 
top of the air spring. 
 
4.  Place the upper air spring 
bracket on top of the air spring 
clocked so the air fitting access 
hole is next to the fitting.   Fasten it 
to the air spring using two 3/8” 
Nylok nuts and flat washers.   
 
5.  Screw the 7/16” x 6” all thread 
into the nut at the bottom of the 
bracket.  

6.  Place the upper washer on top 
of the coil spring pocket.   
 
 



 
 
 

 
 
 

 

7.  Raise the assembly into the coil 
spring pocket with the all thread 
sticking through the upper washer.  
Secure the assembly with a 7/16” 
Nylok nut and flat washer.  
 
 
 
 

8.  Replace the factory upper and 
lower trailing arms with the 
StrongArms.  5/8” x 3 ¾” bolts and 
Nylok jam nuts are supplied to 
replace the factory hardware.  
 
9.  Fasten the air spring to the 
lower arm using a 3/8” x 3/4" bolt, 
flat washer and lock washer.  
 
Note:  Some cars may have two 
upper arms.   In this case you will 
need to order a second upper arm, 
part # UCA21301. 

10.  Replace the factory panhard 
bar with the new one using the new 
stud and hardware supplied.  The 
rubber rod end will be attached to 
the axle.     
 
 
Check air spring clearance 
through full suspension travel.  
Allowing the air spring to rub will 
result in failure and is not a 
warrantable situation.  
 



 
 
 

 

11.  The Heim end will attach to the 
frame using the 9/16” x 3” bolt and 
Nylok nut.   Two aluminum T-
bushings need to be installed on 
each side of the Heim end.   
 
12.  The panhard bar should be 
approximately 35 ¾” center eye to 
center eye, but may need adjusted 
to center the axle.   This should be 
checked at ride height. 
 

12.  Replace the factory shock 
absorbers with the new ones 
supplied.   3/8” x 1 ¼” bolts, flat 
washers and Nylok nuts are 
supplied to attach the top and a 
new stud is supplied for the bottom. 
 
13.  Double check air spring 
clearance through full suspension 
travel.   
 
14.  Ride height on this air spring is 
approximately 5” tall.  This may 
vary to driver preference.   


