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Major Components .....In the box
Part # Description QTY

90001768 Front SwayBar 1

Description QTY
Frame Bushing 2
Frame Bushing Strap 2
Lithium Grease 1
End Link Kit (for OEM Arms only) 2
                   End Link Bushings 8
                   End Link Spacer 2
                   End Link Bushing Washers 8
                   End Link Bolt & Nut Kit 2

 Getting Started.........
Remove the OEM Swaybar to prepare for the MuscleBar SwayBar installation.

If using Ridetech StrongArms, the PosiLink Assembly is included with the lower StrongArms.  

If you are using the OEM control arms, the end link kit provided with this kit will be used.

1.  Use the supplied grease for the poly frame bushings.  Apply a thin coat of grease to the inside of the 
bushings.

2.

2.  Open up the Poly SwayBar Bushings and 
install them over the MuscleBar.  

HARDWARE KIT COMPONENTS #90002759
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 SwayBar Installation

3.
3.  Slide the SwayBar into position on the truck.  
The SwayBar Arms will be above the steering 
linkage.  Install  Bushing Straps Over the 
Poly SwayBar Bushing and bolt them inplace 
using the OEM hardware.  Do not tighten the 
hardware until the PosiLinks are hooked up to 
the MuscleBar.

STRONGARM LINKAGE
4.  Install the T-Bushing on the Straight PosiLink end 
with the Large OD against the PosiLink.  Insert the 
assembly into the swaybar with the threads point-
ing up.  Install a 7/16” Flat Washer followed by a 
M12-1.75 Nylok Nut.  Torque to 50 ftlbs.  Next, 
tighten the bushing mount hardware to 30 ftlbs.

OEM CONTROL ARM LINKAGE
5.  Install the End Links.  Use Diagram “5” 
for proper installation.   Tighten the Hex Nut 
enough to slightly compress the Bushings.

4.

5.

SWAYBAR

CONTROL ARM


